
 
 
 
 

 

EC Declaration of Conformity 
 

for fine compound for levelling and anti-corrosive protection of concrete surfaces  

 

BETONPROTEKT F 
 

One component micro-reinforced sulphate-resistant PCC compound. For levelling and 

protection of new and undamaged old porous concrete surfaces, for reparation of 

surface damage on concrete prefabricates, and for fine levelling of concrete and 

cement-lime plasters. Layer thickness in one coating from min. 1 to max. 5 mm. 

Manufacturer and the authorized representative established within the European 

Economic Area: 

KEMA Puconci d.o.o. 

Puconci 109, 

9201 Puconci, 

SLOVENIA 

 

herewith declare that the product BETONPROTEKT F 

          is in conformity with the provisions of the following EC Directive(s) when installed in 

 accordance with the installation instructions contained in the product documentation: 

 

89/106/EEC Construction Products Directive 

        and that the standard referenced below have been applied: 

EN 1504-2 

        in accordance with Initial Type Test 

No. 753500230 TR1/2009 

 

 Issued by: 

 Name and address notified certification body: Institute for testing and certification 

           T. Bati 229, Zlin, Czech Republic 

 Notified under registration number:      1023, NB-CPD 89/106/EEC 

 FPC Certificate number:       1023-CPD-0138F 

           

       
 Puconci, 17.05.2012   Mark  Development and Quality director 

        Stanko Polajner, BSc 

         
  

                                                                                                       


