
 
 
 
 

 

Declaration of Conformity 
                                      

for two component bonding bridge 

 
BETONPROTEKT K2 

 

Two component bonding bridge which comprise industrially dry mixture (component A) and 

polymer water dispersion  (component B), adequately pre-packaged according to the proper 

mixing ratio. For the preparation of the bonding bridge (bond old-new) when placing bonded 

screed, subsequently application of a levelling mortar layer (e.g. BETONPROTEKT RP, 

LINEA 820 M, LINEA 840 M) and other over coating of old concrete surfaces, onto the 

prepared and stable old concrete surface and declared with technical properties from technical 

data sheet. 

Manufacturer and the authorized representative established within the European 

Economic Area: 

           KEMA Puconci d.o.o. 

           Puconci 109, 

           9201 Puconci, 

           SLOVENIA 
                                           

                                      herewith declare that the product BETONPROTEKT K2 

 

is controlled in accordance with existent foreign and national standards framed, within 

internal quality control of production. 

in accordance with test report: 

No. 62/11 from 1
st 

of April 2011 

           Issued by: 

           Name and address of the testing laboratory: 

           Development laboratory KEMA Puconci d.o.o., Puconci 109, 9201 Puconci, Slovenia 

   

           Puconci, 17.05.2012  Mark                 Development and quality director: 

                                             Stanko Polajner, BSc 

 

  

 

 
 


